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Type or print the following: 
Applicant name: 
Mailing address: 
City: State: Zip code: 
Date: Daytime phone #: 
Email address: 
Applicant signature: 

Minor work (staff review) – one copy 

Major work (COA committee review) – ten 

copies 

Additions > 25% of building sq. footage 

New buildings 

Demolition of building or structure 

All other 

Post approval re-review of conditions of 

approval 

Office Use Only 
Transaction #: ___________ 

File #: ________________ 

Fee: __________________ 

Amount paid: ________________ 

Received date: ________________ 

Received by: 

__________________________ 

Property street address: 
Historic district: 
Historic property/Landmark name (if applicable): 
Owner name: 
Owner mailing address: 

For applications that require review by the COA Committee (major work), provide addressed 
and stamped envelopes for owners for all properties with 100 feet on all sides of the property, 
as well as the property owner. 

Property Owner Name & Address Property Owner Name & Address 

Sherri Harris & Silas Kath
513 Florence St.

Raleigh NC 27603
7/12/2026

513 Florence St. Raleigh NC 27603
Boylan Heights

Sherri Harris & Silas Kath
513 Florence St. Raleigh NC 27603

COA-0103-2026





Scope of Work
Thank you for allowing us to earn your business. We approach each project using a

comprehensive plan that corrects the source of the problems and the symptoms they have

caused. This strategy allows us to provide a quality solution that lasts longer than a bandage-

style fix for something caused by an underlying issue.

After examining your property, we have prepared the following estimate to repair the

deficiencies found. This document will provide a detailed explanation of our recommended

solution and the associated costs. Some deficiencies may be hidden from view, whether

covered with insulation or underground. If any additional problems are found, no additional

work will be performed without written approval by the homeowner. 

Cornerstone offers a transferrable Lifetime Warranty on all repairs performed by CFR. Some

items carry a warranty against movement but all carry a warranty on workmanship. 

Section 1

Concrete Replacement and Lifting

Foundation Repairs

Product Quantity

Replace Concrete (Square Foot)

A new 4" (minimum) concrete slab will be formed and poured on a prepared

sub grade.

128

General Site Work (Each) 1

Notes

1. Remove the front porch slab being careful as to not damage the porch columns.
2. Dig out and haul away any loose fill located under the front wall of the home. Compact the existing dirt. 
3. After the repairs are complete, backfill with washed stone, install wire, and pour a new slab.

Product Quantity

Replace existing foundation wall (Each)

Replace existing foundation wall per Chapter 4 of the 2018 building code.

1

Notes

1. Install a new footing per the report and construct a new 8" CMU wall under the front entrance.
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Crawlspace and Basement Structural Repairs

Section 2

Engineering, Permitting, and Subcontracted Work

Product Quantity

New 8x16 CMU Pier (Each)

Install a new mortared CMU pier on a poured concrete footing. Size of

masonry pier and footing determined by height of new pier per code.

2

Repoint Masonry Piers or Coat with Cement (Each)

Grind out loose mortar and replace with new or coat the pier with cement.

1

New 8x16 CMU Pier (Each)

Install a new mortared CMU pier on a poured concrete footing. Size of

masonry pier and footing determined by height of new pier per code.

2

Sister Floor Joist or Dropped Girder (each bay) (Each)

Fully sister the damaged floor joists from bearing point to bearing point. Attach

with a face hanger or a ledger. Nail to the existing joist per code.

1

Repair or replace rim joist/band (Foot) 12

Notes

1. Remove the existing deteriorated masonry piers shown in photos 12 and 13. Install new concrete footings ( 16” x
16 ” x 12” thick) and install new 8” CMU piers. 
2. Install the missing brick shown in photo 11 under the auxiliary girder. 
3. Replace the 4x4 post in photo 9 on the deck footing with a new 8x16 CMU on a poured in place footing. Install a
new CMU pilaster under the girder shown in photo10. 
3. For all deteriorated or damaged joists, sister a new joist of the same depth and attach
with 8d nails at 16” on center staggered top and bottom.
4. Repair the water damaged sections of rim along the sides and front foundation wall.

Product Quantity

Standard Permit (Each)

Standard Permit

1

Engineering--Design or Close Out Only (Each)

Standard Engineering

1

Notes

N/A
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Photos
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Crawlspace and Basement Structural Repairs
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Conclusion 
 

Once the following recommended repairs are completed to their full extent, the items 
noted will be structurally adequate. Upon request, the structural engineer of record may come 
back to review the quality of the repairs and provide a sealed report. The fee for this service will 
be at the hourly rate of the structural engineer of record. In addition, the house has more minor 
items that could use repairs given the age of the structure; however, these repairs are not of the 
highest priority. 

 
 
 
 

 
 
 
 
 
 
 
 
 
 












