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1. LANE AND SIDEWALK CLOSURES OR DETOURS:  PRIOR TO ANY LANE OR SIDEWALK OBSTRUCTION, THE

CONTRACTOR OR ENGINEER SHALL SUBMIT A TRAFFIC CONTROL AND/OR PEDESTRIAN PLAN ALONG

WITH A RIGHT-OF-WAY SERVICES APPLICATION TO REQUEST THE OBSTRUTION PRIOR TO THE START OF

WORK TO RIGHTOFWAYSERVICES@RALEIGHNC.GOV FOR APPROVAL.

2. THE CITY OF RALEIGH REQUIRES AN APPROVED RIGHT-OF-WAY OBSTRUCTION PERMIT FOR WORK ON

ANY PUBLIC STREET OR SIDEWALK AND NCDOT ROAD WITHIN RALEIGH'S JURISDICTION.

3. ALL TRAFFIC CONTROL SIGNAGE AND PRACTICES SHALL ADHERE TO THE MANUAL ON UNIFORM TRAFFIC

CONTROL, AND THE LATEST EDITION OF THE NCDOT 'STANDARD SPECIFICATION FOR ROADWAY

STRUCTURES”, NCDOT “ROADWAY STANDARD DRAWING MANUAL', AND THE NCDOT SUPPLEMENT TO

THE MUTCD.

4. ALL PUBLIC SIDEWALKS MUST BE ACCESSIBLE TO PEDESTRIANS WHO ARE VISUALLY IMPAIRED AND/OR

PEOPLE WITH MOBILITY CONCERNS.  EXISTING AND ALTERNATIVE PEDESTRIAN ROUTES DURING

CONSTRUCTION SHALL BE REQUIRED TO BE COMPLIANT WITH THE PUBLIC RIGHTS OF WAY

ACCESSIBILITY GUIDELINES (PROWAG), THE ADA STANDARDS FOR ACCESSIBLE DESIGN AND THE

MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

5. PRIOR TO THE START OF WORK, THE CONTRACTOR SHALL SCHEDULE A PRE-CONSTRUCTION MEETING

WITH THE ENGINEERING INSPECTIONS COORDINATOR TO REVIEW THE SPECIFIC COMPONENTS OF THE

APPROVED PLAN, AND ENSURE ALL PERMITS ARE ISSUED.

6. ALL PERMITS MUST BE AVAILABLE AND VISIBLE ON SITE DURING THE OPERATION.

RIGHT-OF-WAY OBSTRUCTION NOTES:
SITE DATA

PROJECT NAME:

AMERICAN PLUMBING

SITE ADDRESS:
3716 AUBURN CHURCH RD, GARNER NC 27529

COUNTY:

WAKE

PARCEL PIN #:
1721599787, 1721597904

PARCEL OWNER: 1721599787 - TAP PROPERTIES (TOMMY AND ANGELA POOLE),

1721597904 - TOMMY AND ANGELA POOLE

TOTAL SITE GROSS ACREAGE:
8.93 AC / 389,052 SF

NET ACREAGE: 8.82 AC / 384,168 SF (0.11 AC / 4,884 SF ROW DEDICATION)

CURRENT ZONING:
IX-3-CU, IX-3

PROPOSED ZONING:

UNCHANGED

EXISTING LAND USE:

PLUMBING CONTRACTOR STORAGE WITH OFFICE

PROPOSED LAND USE:

PLUMBING CONTRACTOR STORAGE WITH OFFICE

FLOOD PLAIN DATA:

NONE

RIVER BASIN:

NEUSE RIVER

VICINITY MAP

AMERICAN PLUMBING

3716 AUBURN CHURCH RD

GARNER NC 27529

SUBMITTED ON   2020.04.30

CITY OF RALEIGH

PRELIMINARY SUBDIVISION

SUBMITTAL

SHEET INDEX

SHEET NO. SHEET TITLE

C000 COVER SHEET

C010 COVER SHEET

C100 EXISTING CONDITIONS

C200 DEMOLITION PLAN

C300 SITE PLAN

C500 GRADING PLAN

C510 SCM DETAILS

C600 UTILITY PLAN

C900 SITE DETAILS

C910 STORMWATER DETAILS

C920 UTILITY DETAILS

L100 LANDSCAPE PLAN
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ORDINANCE NO. (1988) 132 ZC 229

EFFECTIVE: 3/1/88

Z-10-88 JONES SAUSAGE ROAD, AT ITS SOUTHEAST INTERSECTION WITH AUBURN CHURCH ROAD,

BEING PARCEL 4 AND A PORTION OF PARCEL 3, TAX MAP 659, REZONED TO INDUSTRIAL-I CONDITIONAL

USE, ACCORDING TO MAP ON FILE IN THE PLANNING DEPARTMENT.

CONDITIONS:

1. USES AND/OR MAXIMUM NUMBER OF DWELLINGS OR ROOMING UNITS TO BE ALLOWED: N/A

2. APPLICATION WILL NOT BE MADE TO THE BOARD OF ADJUSTMENT IN ACCORDANCE WITH SECTION 10-

2046(B)(1) FOR A STORAGE YARD FOR UNLICENSED, UNINSPECTED, WRECKED, DISMANTLED OR PARTIALLY

DISMANTLED AUTOMOTIVE VEHICLES.

3. THE REIMBURSEMENT VALUE OF THE ADDITIONAL R.O.W. ALONG JONES SAUSAGE ROAD AND

AUBURN CHURCH ROAD SHALL REMAIN AT VALUES PRIOR TO REZONING.

4. THERE WILL BE NO BILLBOARDS ON SUBJECT PROPERTY.

1. ALL MATERIALS AND METHODS OF CONSTRUCTION SHALL BE IN COMPLIANCE WITH THE OFFICE OF STATE

CONSTRUCTION, DEPARTMENT OF INSURANCE, NCDENR, AND ALL OTHER APPLICABLE LOCAL, STATE AND FEDERAL

GUIDELINES.  ALL UTILITY CONSTRUCTION SHALL COMPLY WITH APPLICABLE LOCAL JURISDICTIONAL STANDARDS

AND SPECIFICATIONS.

2. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD VERIFYING EXISTING CONDITIONS PRIOR TO

COMMENCEMENT OF ANY WORK.  THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S REPRESENTATIVE

OF ANY DISCREPANCIES OR CONFLICTS.

3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR CONTACTING, COORDINATING AND PAYMENT FOR ALL

NECESSARY LOCATING SERVICES INCLUDING INDEPENDENT LOCATING SERVICES. THE CONTRACTOR SHALL

PROVIDE NOTICE OF EXCAVATION TO NOTIFICATION CENTER  AND FACILITY OWNERS (PER NC STATUTE) NO LESS

THAN 3 BUSINESS DAYS AND NO MORE THAN 12 WORKING DAYS PRIOR TO BEGINNING DEMOLITION, EXCAVATION

OR ANY OTHER FORM OF CONSTRUCTION. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S

REPRESENTATIVE OF ANY DISCREPANCIES OR CONFLICTS.  NO EXCAVATION OR DEMOLITION SHALL BE STARTED

WITHOUT ALL UTILITIES BEING LOCATED.

4. ALL SUB-SURFACE UTILITIES IDENTIFIED ON THE CONSTRUCTION DOCUMENTS ARE SHOWN IN THEIR APPROXIMATE

LOCATION BASED ON SURVEY INFORMATION GATHERED FROM FIELD INSPECTION AND/OR ANY OTHER APPLICABLE

RECORD DRAWINGS WHICH MAY BE AVAILABLE. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER'S

REPRESENTATIVE OF ANY DISCREPANCIES OR CONFLICTS.

5. EXISTING IMPROVEMENTS DAMAGED OR DESTROYED BY THE CONTRACTOR DURING CONSTRUCTION SHALL BE

RESTORED OR REPLACED TO ORIGINAL CONDITION AND TO THE SATISFACTION OF THE OWNER'S REPRESENTATIVE

AT THE CONTRACTOR'S EXPENSE.

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING AND COORDINATING PERMITS, INSPECTIONS,

CERTIFICATIONS AND OTHER REQUIREMENTS WHICH MUST BE MET UNDER THIS CONTRACT.

7. THE CONTRACTOR SHALL MAINTAIN “AS-BUILT” DRAWINGS TO RECORD THE ACTUAL LOCATION OF ALL PIPING

PRIOR TO CONCEALMENT, VALVE AND MANHOLE CHANGES, AND  HARDSCAPE OR  LANDSCAPE CHANGES.

DRAWINGS SHALL BE PROVIDED TO THE OWNER'S REPRESENTATIVE AT REGULAR INTERVALS, OR AS REQUESTED

THROUGHOUT THE PROJECT FOR RECORD KEEPING.

8. IF DEPARTURES FROM THE PROJECT DRAWINGS OR SPECIFICATIONS ARE DEEMED NECESSARY BY THE

CONTRACTOR, DETAILS OF SUCH DEPARTURES AND REASONS THERE OF SHALL BE SUBMITTED TO THE OWNER'S

REPRESENTATIVE FOR REVIEW. NO DEPARTURES FROM THE CONTRACT DOCUMENTS SHALL BE MADE WITHOUT

THE EXPRESS WRITTEN PERMISSION OF THE OWNER'S REPRESENTATIVE.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE RELOCATION OF ANY EXISTING UTILITY LINES REQUIRED TO

COMPLETE ANY PORTION OF CONSTRUCTION. THE CONTRACTOR SHALL ALSO BE RESPONSIBLE FOR THE

COORDINATION AND COSTS OF THE RELOCATION AND ASSOCIATED WORK.

10. THE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING THE PREMISES FREE FROM ACCUMULATIONS OF WASTE

MATERIALS AND RUBBISH CAUSED BY THE CONTRACTOR. ALL DEBRIS SHALL BE REMOVED FROM THE PROJECT

SITE ON A DAILY BASIS.

11. THE ENGINEER AND/OR OWNER DISCLAIM ANY ROLE IN THE CONSTRUCTION MEANS AND/OR METHODS

ASSOCIATED WITH THE PROJECT AS SET FORTH IN THESE PLANS.

12. ROADWAYS (TEMPORARY OR PERMANENT) MUST BE CAPABLE OF SUPPORTING FIRE FIGHTING APPARATUS (85,000

LBS) DURING ALL PHASES OF CONSTRUCTION ONCE VERTICAL CONSTRUCTION HAS BEGUN.

GENERAL NOTES

AMERICAN PLUMBING

3716 AUBURN CHURCH RD

GARNER NC 27529

TOMMY POOLE

919-617-7738

TOMMY@AMERICANPLUMBINGNC.COM

SWIFT PARTNERS PLLC

319 FAYETTEVILLE ST

RALEIGH NC 27601

LUKE PERKINS

828-735-1862

LUKE.PERKINS@SWIFT-PARTNERS.COM

SUB-0010-2020

0.00

0.00



1

95664 S.F.

2.20 Ac.

2

114704 S.F.

2.63 Ac.

3

173800 S.F.

3.99 Ac.
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LIGHT INDUSTRIAL

SERVICE GARAGE

LIGHT INDUSTRIAL

VEHICLE STORAGE
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SITE LEGEND:

DESCRIPTIONSYMBOL

PROPOSED BUILDING

PROPOSED CONCRETE SIDEWALK

PROPOSED BRICK SIDEWALK

PROPOSED HEAVY DUTY PAVEMENT

PROPOSED CONCRETE PAVERS

PROPOSED GRAVEL

PROPOSED CURB & GUTTER

PROPOSED STOP BAR

PROPOSED CROSSWALK

PROPOSED 6' WIDE

STANDARD CROSSWALK

PROPOSED 10' WIDE HIGH VISIBILITY

CROSSWALK

PROPOSED SIGN

PROPOSED ADA PARKING SPACE

PROPOSED KEYSTONE WALL

PROPOSED CIP WALL

PROPOSED WHEEL STOP

PROPOSED GRAVEL TRAIL

PROPOSED ASPHALT TRAIL

PROPOSED TREELINE

PROPOSED FENCE

PROPOSED VEHICLE GATE (X' WIDE)

PROPOSED LIGHT

PROPOSED BIKE RACK

PROPOSED BENCH

PROPOSED BOLLARD

PROPOSED PEDESTRIAN STEEL PLATE

LIMITS OF DISTURBANCE

PRELIMINARY - DO NOT
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SITE DATA

PROJECT NAME:

AMERICAN PLUMBING

SITE ADDRESS:
3716 AUBURN CHURCH RD, GARNER NC 27529

COUNTY:

WAKE

PARCEL PIN #:
1721599787, 1721597904

PARCEL OWNER: 1721599787 - TAP PROPERTIES (TOMMY AND

ANGELA POOLE), 1721597904 - TOMMY AND

ANGELA POOLE

TOTAL SITE GROSS

ACREAGE:

8.93 AC / 389,052 SF

NET ACREAGE: 8.82 AC / 384,168 SF (0.11 AC / 4,884 SF ROW

DEDICATION)

CURRENT ZONING:
IX-3-CU, IX-3

PROPOSED ZONING:

UNCHANGED

EXISTING LAND USE: PLUMBING CONTRACTOR STORAGE WITH

OFFICE

PROPOSED LAND USE: PLUMBING CONTRACTOR STORAGE WITH

OFFICE

FLOOD PLAIN DATA:

NONE

RIVER BASIN:

NEUSE RIVER

GROSS AREA

PARCEL 1 2.21 AC / 96299.51 SF

PARCEL 2

2.64 AC / 115115.6 SF

PARCEL 3

4.08 AC / 177590.7 SF

NET AREA

PARCEL 1

2.20 AC / 95,664 SF

PARCEL 2

2.63 AC / 114,704 SF

PARCEL 3
    3.99 AC / 173,800 SF

1. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION AND MAINTENANCE OF THE

CONSTRUCTION LAYDOWN AREA, PERIMETER FENCE, AND ASSOCIATED GATES. THE CONTRACTOR SHALL

ALSO BE RESPONSIBLE FOR THE REMOVAL OF THE CONSTRUCTION LAYDOWN AREA PERIMETER FENCE AND

ASSOCIATED GATES AT THE COMPLETION OF THE PROJECT.

2. THE CONTRACTOR SHALL REFERENCE THE DESIGN PLANS FOR DIMENSIONS, JOINT LOCATIONS, AND INLAY

SPECIFICATIONS NEAR BUILDINGS AND IN COURTYARDS. CONTRACTOR SHALL PROVIDE JOINTS IN

WALKWAYS AND HARDSCAPE PER DETAILS OR AS INDICATED ON LANDSCAPE/HARDSCAPE PLAN SHEETS.

3. ALL CONSTRUCTION TRAFFIC SHALL ENTER SITE FROM _ AUBURN CHURCH RD_____ UNLESS OTHERWISE

APPROVED IN WRITING FROM THE OWNER'S REPRESENTATIVE FOR AN ALTERNATE POINT OF ACCESS.

4. REFER TO ARCHITECTURAL PLANS FOR BUILDING INFORMATION.

5. ALL DIMENSIONS ARE IN DECIMAL FEET TO OUTSIDE FACE OF BUILDINGS, TO CENTERLINES, AND/OR FACE OF

CURB UNLESS OTHERWISE NOTED.

6. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND COORDINATES AND REPORT ANY DISCREPANCIES TO

THE OWNER'S REPRESENTATIVE PRIOR TO ANY CONSTRUCTION.

7. ALL WRITTEN DIMENSIONS SHALL PREVAIL.  DO NOT SCALE FROM DRAWINGS.

8. ALL UTILITIES WITH SURFACE ACCESS SHALL BE LOCATED WITHIN THE PAVING PATTERN AND SHALL BE

COORDINATED WITH LANDSCAPE ARCHITECT PRIOR TO CONSTRUCTION.  REFER TO LAYOUT DRAWINGS.

9. ALL ANGLES ARE 90 DEGREES UNLESS OTHERWISE NOTED.

10. ALIGN ALL JOINTS, CORNERS, AND EDGES AS SHOWN

11. CONTRACTOR SHALL REFER TO AND COORDINATE WITH ARCHITECTURAL, STRUCTURAL, AND MEP

DRAWINGS AT ALL TIMES PRIOR TO AND DURING CONSTRUCTION.

12. ALL CURB TAPERS ARE SIX (6') FEET LONG UNLESS OTHERWISE SHOWN ON PLAN.

13. WHERE NEW SIDEWALK ADJOINS EXISTING WALK, PROVIDE EXPANSION JOINT BY DRILLING INTO THE FACE

OF THE EXISTING WALK FOR PLACEMENT OF DOWELS. TIE NEW SIDEWALKS INTO NEAREST EXISTING

PAVEMENT JOINT; MATCH WIDTH OF EXISTING WALKWAY.

14. WHERE SIDEWALK OR WALKWAYS ARE ADJACENT TO PARKING SPACES THE WALKWAY SHALL BE A MINIMUM

6.5' WIDE AS MEASURED FROM THE FACE OF CURB.

15. MAXIMUM RUNNING SLOPE FOR WALKING SURFACES CANNOT BE GREATER THAN 1:20 AND CROSS SLOPES

CANNOT BE GREATER THAN 1:48.  HANDICAP SPACES SURFACE SLOPES SHALL NOT EXCEED 1:48 IN ALL

DIRECTIONS.

16. SIGHT TRIANGLES - NOTHING OVER 30" HIGH SHALL BE ALLOWED WITHIN THE SIGHT DISTANCE TRIANGLES.

17. THE SITE SHALL BE FULLY STABILIZED (90% COVERAGE) PRIOR TO ISSUANCE OF A BUILDING CERTIFICATE OF

OCCUPANCY OR PROJECT APPROVAL

18. HANDICAP RAMPS SHALL BE INSTALLED PER LATEST EDITION OF THE NC BUILDING CODE AND ANSI 117.11

WITH DETECTABLE WARNING DOMES WITH A COLOR CONTRAST OF 70% MINIMUM.  SEE DETAILS AND

GRADING SPOT ELEVATIONS, IF THE EXISTING CONDITIONS PRECLUDE THE ABILITY TO PROVIDE A MAXIMUM

SLOPE 1/12 FOR 6-FEET OR A MAXIMUM CROSS SLOPE OF 1:48 AND A 36” MINIMUM LANDING, THE

CONTRACTOR SHALL NOTIFY ENGINEER OR OWNER REPRESENTATIVE PRIOR TO INSTALLATION.

19. THE TESTING AGENCY SHALL BE RESPONSIBLE FOR PROVIDING THE ASPHALT AND CONTRACTOR

CERTIFICATION MEMO TO NCDOT FOR ALL ROADWAY IMPROVEMENTS WITHIN THE PUBLIC RIGHT-OF-WAY.

SITE NOTES:
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PARKING REQUIREMENTS

1 PER 600 SF OF OFFICE SPACE + 1 PER 3,000 SF OF ADDITIONAL INDOOR AREA

EXISTING OFFICE SPACE REQUIREMENT SUBTOTAL

2,823.24 SF 1 PER 600 SF 5

EXISTING WAREHOUSE REQUIREMENT SUBTOTAL

9,473.38 1 PER 3,000 SF 4

TOTAL REQUIRED = 9

TOTAL PROVIDED = 18

PRIMARY TREE CONSERVATION AREA - NEUSE BUFFER ZONE 2

0.24 AC

SECONDARY TREE CONSERVATION AREA

0.647 AC
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