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CITY OF RALEIGH
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AND TRAIL TIE-IN

DRIVEWAY, SIDEWALK, 

TRAIL TIE-IN WITH SIDEWALK

5' R (TYP)

TRAIL TIE-IN WITHOUT SIDEWALK

3'-6" R (TYP)
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GW-10.04.1

(SEE DETAILS GW-10.07 & GW-10.08)

HINGED BOLLARD (TYP)
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(SEE DETAILS GW-10.07 

HINGED BOLLARD (TYP)

(SEE DETAILS GW-10.06 & GW-10.08)

PERMANENT BOLLARD/BOULDER (TYP BOTH SHOULDERS)

(SEE DETAILS GW-10.06 & GW-10.08)

(TYP BOTH SHOULDERS)
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JOINT FILLER
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EXPANSION JOINT DETAIL
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EXPANSION

ADJOINING SURFACE

SINGLE U-CHANNEL POST.

FACING ROADWAY. SIGNS MOUNTED ON 

NO MOTOR VEHICLES SIGN (MUTCD R5-3) 

STOP SIGN (MUTCD R1-1) FACING TRAIL. 

SINGLE U-CHANNEL POST.

FACING ROADWAY. SIGNS MOUNTED ON 

NO MOTOR VEHICLES SIGN (MUTCD R5-3) 

STOP SIGN (MUTCD R1-1) FACING TRAIL. 


