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HANDRAIL INSTALLATION

TT-07

CITY OF RALEIGH

STANDARD DETAIL

NOTES:

INSTALLING.

SHOP DRAWINGS FOR HANDRAIL PRIOR TO 

     1.  CONTRACTOR TO PROVIDE FULL 

DATE: 8/2020
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PROTRUSIONS.
WITH NO PROJECTIONS OR 
CONTINUOUSLY SMOOTH 
TOP RAIL SHALL BE 

" I.D. ALUMINUM PIPE, 0.145" WALL THICKNESS2
1

OR 1-

" O.D. GALVANIZED SCHEDULE 40 STEEL PIPE2
1

1-

PARALLEL RAIL:

THICKNESSI.D. ALUMINUM PIPE 0.203 WALL 
" 2

1
" O.D. GALVANIZED SCHEDULE 40 STEEL PIPE OR 2-2

1
1-

POSTS:

STEEL POST SOCKET

NON-SHRINK GROUT

 MAXIMUM DENSITY
COMPACT SUBGRADE TO 95%

NCDOT CLASS 'A' 3000 PSI CONCRETE

SECTION VIEW

NOT TO SCALE

SIDE VIEW
NOT TO SCALENCDOT CLASS 'A' 3000 PSI CONCRETE

EPOXY FASTENERS INTO CONCRETE

ALUMINUM POST MOUNT
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