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Z-9-87 Six Forks Road, west side, extending through to Lead Mine Road, being Parcels 
14-16 and portions of Parcels 155 and 205, Tax Map 302, rezoned to Office and 
Institution-I Conditional Use and Office and Institution-II Conditional Use, according to map 
on file in the City of Raleigh Planning Department.  
 
CONDITIONS: (2/10/87) 
Proposed Conditions for O&I-2 Conditional Use Zoning request Tax Map 302 
Parcels 205 & 155 D.B. 3347, Page 218 
 
I. Building & Parking Setbacks 

A. From public street rights-of-way adjacent to or across from residential districts 
1. Buildings 50' 
2. Parking 20' 

 
II. Site building coverage - 30% 
 
III. Open Space 

A minimum of 20% of the site shall be maintained in open space. Open space shall be 
defined as any area of the site not covered by buildings, parking decks, vehicular 
service and/or parking areas. 

 
IV. Residential uses- No dwelling units will be permitted. 
 
V. Hotel uses - No hotel uses will be permitted. 
 
VI. Maximum building top elevation. 

The finished roof surface of any building shall be no higher than the maximum building 
top elevation computed by the following formulas which generally describe "Bell" 
shaped curves beginning at and proceeding upwards from a line 50' inside of all public 
street rights-of-way adjacent to pr across from residential districts. 

 
Formula for determination of maximum building top elevation. 

1. From public street rights-of-way abutting residentially zoned districts. 
A. Determination of beginning point 

The beginning point shall be located 50 feet horizontally (at 90 degrees) 
from the right-of-way line and 39 feet vertically above the existing street 
centerline elevation opposite the beginning point. 

 
B. Maximum building top elevation curve 

From the beginning point, as previously determined, the maximum 
building top elevation curve shall proceed inwards and upwards at the 
following rates: 
1) First 100 feet from beginning point: One (1) foot of elevation for each 3 
feet of horizontal distance. 
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2) Next 250 feet: One (1) foot of elevation for each 2 feet, of horizontal 
distance. 
 
3) Any distance thereafter: One (1) foot of elevation for each 3 feet of 
horizontal distance. 

 
In cases where differing maximum building top elevations can be obtained by 
projecting from the property line and a public street right-of-way line or from 2 right-of-
way lines, the lower maximum building top elevation shall govern. 
 
However, not building top elevation will exceed the elevation of the top of the City water 
tower (elevation 612.5 feet) located adjacent to this property (D.B. 1715, Page 446). 
 
The maximum building top shall be defined as the finished roof surface. The maximum 
building top elevation shall not include roof top equipment, or parapet walls above the 
finished roof surface. 

 
Proposed conditions for O&I-1 Conditional Use zoning request:  
Tax Map 302 Parcels 15 & 16 D.B. 1196, Page 515 & 529, D.B. 1166, Page 113, and 
D.B. 1121, Page 446 
 
I. Building & Parking setbacks 

A. From property lines adjacent to the residential districts to the south described by 
D.B. 2128, Page 444, and D.B. 3192, Page 927 

1. Buildings 50' 
2. Parking 50' 

 
B. From the Six forks Road right-of-way adjacent to or across from residential districts 
described by D.B. 3367, Page 731, D.B. 134, Page 50 and D.B. 2935, Page 416. 

1. Buildings 50' 
2. Parking 30' 

 
II. Site building coverage - 25% 
 
III. Open Space 

A minimum of 20% of the site shall be maintained in open space. Open space shall 
be defined as any area of the site not covered by buildings, parking decks, vehicular 
service and/or parking areas. 

 
IV. Residential uses - No dwelling units shall be permitted. 
 
V. Six Forks Road Improvements - The owners will install or pay the appropriate fees for 
the installation of the street improvements along Six Forks Road in front of the water tower 
site (D.B. 1715, Page 446) at their expense. 
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VI. Maximum Building Top Elevation 

The finished roof surface of any building shall be no higher than the maximum 
building top elevation computed by the following formulas which generally describe 
"bell" shaped curves beginning at and proceeding upwards from a line 50' inside of 
the property lines and/or public street rights-of-way described below. 

 
Formula for determination of maximum building top elevation. 
 
1. From property lines adjacent to the residential districts to the south described by D.B. 
2128, Page 444, and D.B. 3192, Page 927. 
 

A. Determination of beginning point 
The beginning point shall be located 50' horizontally (at 90 degrees) from the property 
line and 39' vertically from the existing ground elevation at that point. 
 
B. Maximum building top elevation curve 
From the beginning point, as previously determined, the maximum building top 
elevation curve shall proceed inwards and upwards at the following rates: 

 
1) First 150' from beginning point: one (1) foot of elevation for each 3 feet of 
horizontal distance. 
 
2) Next 200 feet: one (1) foot of elevation for each 2 feet of horizontal distance. 
 
3) Any distance thereafter: One (1) foot of elevation of each 3 feet of horizontal 
distance. 

 
2. From the Six Forks Road right-of-way across from residential districts 

 
A. Determination of beginning point 
The beginning point shall be located 50 feet horizontally (at 90 degrees) from the right-
of-way line and 39 feet vertically above the existing street centerline elevation opposite 
the beginning point. 
 
B. Maximum building top elevation curve 
From the beginning point, as previously determined, the maximum building top 
elevation curve shall proceed inwards and upwards at the following rates: 

 
1) First 100 feet from beginning point: One (1) foot of elevation for each 3 feet of 
horizontal distance. 
 
2) Next 250 feet: One (1) foot of elevation for each 2 feet of horizontal distance. 
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3) Any distance thereafter: One (1) foot of elevation for each 3 feet of horizontal 
distance. 

 
In cases where differing maximum building top elevations can be obtained by projecting 
from a property line and public street right-of-way line, the lower maximum building top 
elevation shall govern. 
 
However, no building top elevation will exceed the elevation of the top of the City water 
tower (elevation 612.5 feet) located adjacent to this property (D.B. 1715, Page 446). 
 
The maximum building top shall be defined as the finished roof surface. The maximum 
building top elevation shall not include roof top equipment, enclosures and/or screens for 
roof top equipment, or parapet walls above the finished roof surface. 
 
 
Proposed Conditions for O&I-1 Conditional Use zoning request:  
Tax Map 302 Parcel 14, Deed Book 3192, Page 927 
 
I. Building & Parking Setbacks 
 

A. From property lines adjacent to residential districts to the south described by D.B. 
3192, Page 927 

1. Buildings 50' 
2. Parking 50' 

 
B. From Lead Mine Road right-of-way adjacent to residential districts described by 
D.B. 1447, Page 408 

1. Buildings 50' 
2. Parking 30' 

 
II. Site building coverage - 25% 
 
III. Open Space 

A minimum of 20% of the site shall be maintained in open space. Open space shall be 
defined as any area of the site not covered by buildings, parking decks, vehicular 
service and/or parking areas. 

 
IV. Residential uses - No dwelling units shall be permitted. 
 
V. Maximum building top elevation 

The finished roof surface of any building shall be no higher than the maximum building 
top elevation computed by the following formulas which generally describe "bell" 
shaped curves beginning at and proceeding upwards from a line 50' inside of the lines 
and/or public street rights-of-way described below. 
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Formula for determination of maximum building top elevation 
 
1. From property lines adjacent to the residential districts to the south described by D.B. 
3192, Page 927. 
 

A. Determination of beginning point 
The beginning point shall be located 50' horizontally (at 90 degrees) from the 
property line and 39' vertically from the existing ground elevation at that point. 

 
B. Maximum building top elevation curve 

From the beginning point, as previously determined, the maximum building top 
elevation curve shall proceed inwards and upwards at the following rates: 
 
1) First 150' from beginning point: One (1) foot of elevation for each 3 feet of 
horizontal distance. 
 
2) Next 200 feet: One (1) foot of elevation for each 2 feet of horizontal distance. 
 
3) Any distance thereafter: One (1) foot of elevation for each 3 feet of horizontal 
distance. 

 
2. From the Lead Mine Road right-of-way wherever across from residential districts. 
 

A. Determination of beginning point 
The beginning point shall be located 50 feet horizontally (at 90 degrees) from the 
right-of-way line and 39 feet vertically above the existing street centerline 
elevation opposite the beginning point. 

 
 B. Maximum building top elevation curve 

From the beginning point, as previously determined, the maximum building top 
elevation curve shall proceed inwards and upwards at the following rates: 

 
1) First 100 feet from beginning point: One (1) foot of elevation for each 3 feet of 
horizontal distance. 
 
2) Next 250 feet: One (1) foot of elevation for each 2 feet of horizontal distance. 
 
3) any distance thereafter: One (1) foot of elevation for each 3 feet of horizontal 
distance. 

 
In cases where differing maximum building top elevations can be obtained by projecting 
from a property line and a public street right-of-way line or from 2 right-of-way lines, the 
lower maximum building top elevation shall govern. 
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However, not building top elevation will exceed the elevation of the top of the City water 
tower (elevation 612.5 feet) located adjacent to this property (d.B 1715, Page 446). 
 
The maximum building top shall be defined as the finished roof surface. The maximum 
building top elevation shall not include roof top equipment, enclosures and/or screens for 
roof top equipment, or parapet walls above the finished roof surface. 


