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APPROVED RP
BACKFLOW
ASSEMBLY.

METER

TEE/
IRRIGATION
SPLIT

IRRIGATION TAP ON NEW AND EXISTING
SERVICES

METER

DOMESTIC BACKFLOW
AND SERVICE VALVE
WHEN REQUIRED

NOTES:
1. IRRIGATION METER SHALL BE LOCATED ON THE SIDE OF DOMESTIC METER WITH
INCREASING ADDRESSES.
2.  THE BACKFLOW SHALL BE INSTALLED NO MORE THAN10' FROM THE METER IN A
VISIBLE LOCATION.
3.  BACKFLOW RISER/STANDPIPE SHALL BE OF COPPER OR BRASS.
3.  THE RP RELIEF VALVE SHALL BE A MINIMUM OF 12" ABOVE ANY MATERIAL (MULCH
INCLUDED) OR GRADE.
4.  A SERVICE VALVE IS REQUIRED AFTER THE METER BUT BEFORE THE BACKFLOW
ASSEMBLY FOR MAINTENANCE AND REPLACEMENT PURPOSES.
5.  THE INSTALLATION MUST ALSO MEET ALL CODE REQUIREMENTS PER THE NC PLUMBING
CODE.

NEW OR EXISTING
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